Flat Head Cable Ties

These ties have a flat fastening head which provides a
neat finish and are externally serrated thus providing a
smooth inner surface, helping prevent damage to outer
sheaths of cables.

CABLE TIES

Specification

Material: Polyamide 12
Colour option: Black
Humidity absorption: < 1%
Working temperature: —40°C to +80°C
Tightening temperature: —20°C to +60°C
Max admissible point: —120°C for short ime
Fusion temperature: +136°C
Limit Oxygen Index (LOI): UL 94 class HB
Weather resistance:
® (Good resistance to bases, olls, greases,

oil derivatives, seawater

; CCTG 4
® UV-resistant
* Halogen-free resins See page 163
Part No. Length Width Max. Bundle Min. Tensile Pack | Price/
(mm) (mm) Dia. (mm) Strength (Kg) Qty Pack
CTR265FHB 265 9 60 51 100 £8.95
CTR300FHB 300 9 80 51 100 | £12.95
CTR360FHB 360 9 93 51 100 | £14.75
Cable Tray Ties
These ties are suitable for fixing cables to most k

designs of cable tray. To use, just break the joining
strip, insert into tray slots and twist through 90°,

.
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Specifications:

Colour option: Black
Material: Polyamide 6.6
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Part No. Length Width Min. Tensile Pack Price/

(mm) (mm) Strength (Kg) Qty Pack

154 CTR270TB 24+270 7.8 55 100 £18.50
CTR275TB 50+275 12.6 110 100 £20.00




Cablecraft (e
LFH (Limited Fire Hazard)
Nylon 6 Cable Ties

A range of zero Halogen, multi-toothed ratchet cable
ties for strong locking, in LFH approved material, giving
high tensile strength. For use in both demanding
environments and general applications.
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Specifications:

Colour option: Grey

Material: Self extinguishing LFH Nylon 6
Service temperature range: -25°C to +80°C
Smoke Emission: Ao 0.2m7% (BS6853 B5.1)

Flammability: L Ol 32% O, (BS2782 Pt 1. UL94 V-0
rated materials

Chemical resistance: Resistant to Hydraulic fluids, oils,
engine fuels, coolants, aliphatic and aromatic hydrocarbons,
lubricants.

Grey
APPQOI\IIE_D
CCTG 2 - CCTG 3
See page 162 s See page 163 [
Part No. Size mm Tensile Max. Min. Packed Price/
(WxL) Strength Bundle Bundle Pack
Nominal (Min.)Kg Dia.mm Dia.mm
1780 2.5 %100 8 23 3.25 1000 £17.00 8
1781 4% 140 23 32 6.60 100 £4.20 b=y
1782 4% 200 23 51 6.60 100 £5.90 ﬁ
1783 4275 23 75 6.60 100 £9.00 o
1784 5 x 360 23 100 7.00 100 £12.00 8
1786 8 x 300 54 82 8.30 100 £15.20 8
1787 8x375 54 106 10.30 100 £20.00 =

Freefax

—_
(S}
(S}






